Approval for this bulletin

Subject to priorities defined by the Technical Council and the Presidium, the results of the fib’s work in commissions and task groups are published in a continuously numbered series of technical publications called *bulletins*. The following categories are used:

<table>
<thead>
<tr>
<th>Category</th>
<th>Approval by</th>
</tr>
</thead>
<tbody>
<tr>
<td>Technical report</td>
<td>Task group and chairpersons</td>
</tr>
<tr>
<td>of the-art report</td>
<td>of the commission</td>
</tr>
<tr>
<td>Manual / Guide to good practice</td>
<td>Commission</td>
</tr>
<tr>
<td>/ Recommendation</td>
<td>Technical Council</td>
</tr>
<tr>
<td>Model code</td>
<td>General Assembly</td>
</tr>
</tbody>
</table>

Any publication not having met the above requirements will be clearly identified as a preliminary draft.

fib bulletin 108 was approved as a Manual by the fib Technical Council in June 2022.

The fib Working Group 2.3.2 - "Performance-based fire design" includes the following members:

Convenor: Thomas Gernay

Cover images: Figures 5-13 (top left), 5-17 (bottom left), A-5 (top right), A-4 (bottom right).

© Fédération internationale du béton (fib) 2023.

Although the International Federation for Structural Concrete / Fédération internationale du béton (fib) does its best to ensure that all the information presented in this publication is accurate, no liability or responsibility of any kind, including liability for negligence, is accepted in this respect by the organisation, its members, employees or agents.

All rights reserved. No part of this publication may be reproduced, modified, translated, stored in a retrieval system or transmitted in any form or by any means – electronically, mechanically, through photocopying, recording or otherwise – without prior written permission from the fib.

ISSN 1562-3610
https://doi.org/10.35789/fib.BULL.0108
Layout by Corinne Bottollier (fib)
Printed by P+K Solutions GmbH & Co. KG
Acknowledgements

This state-of-the-art-report was drafted by Task Group 2.3 "Fire design of concrete structures" and Working group 2.3.2 "Performance-based fire design" within the fib Commission 2 "Analysis and design".

Authors:

Thomas Gernay (Convener/Editor)
Johns Hopkins University, USA

Ruben Van Coile (Editor)
Ghent University, Belgium

Marcus Achenbach
LGA KdöR, Germany

Patrick Bamonte
Politecnico di Milano, Italy

Jeremy Chang
Holmes Fire, New Zealand

Negar Elhami Khorasani
University at Buffalo, USA

Jean-Marc Franssen
University of Liège, Belgium

Hitesh Lakhani
University of Stuttgart, Germany

MZ Naser
Clemson University, USA

Joao Paulo Correia Rodrigues
University of Coimbra, Portugal

Mohsen Roosefid
IRSN, France

Atli Rutur Thorsteinsson
Órugg Consulting Engineers, Iceland

Contact details of Working Party members can be found in the members only section of the fib website, www.fib-international.org.

DOI by chapter

<table>
<thead>
<tr>
<th>Chapters</th>
<th>Authors</th>
<th>DOI</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Gernay, Van Coile</td>
<td><a href="https://doi.org/10.35789/fib.BULL.0108.Ch01">https://doi.org/10.35789/fib.BULL.0108.Ch01</a></td>
</tr>
<tr>
<td>2</td>
<td>Elhami Khorasani, Gernay, Naser</td>
<td><a href="https://doi.org/10.35789/fib.BULL.0108.Ch02">https://doi.org/10.35789/fib.BULL.0108.Ch02</a></td>
</tr>
<tr>
<td>3</td>
<td>Bamonte, Elhami Khorasani, Franssen, Gernay, Lakhani, Naser, Roosefid</td>
<td><a href="https://doi.org/10.35789/fib.BULL.0108.Ch03">https://doi.org/10.35789/fib.BULL.0108.Ch03</a></td>
</tr>
<tr>
<td>4</td>
<td>Naser, Rutur Thorsteinsson, Van Coile</td>
<td><a href="https://doi.org/10.35789/fib.BULL.0108.Ch04">https://doi.org/10.35789/fib.BULL.0108.Ch04</a></td>
</tr>
<tr>
<td>5</td>
<td>Achenbach, Bamonte, Chang, Correia Rodrigues, Elhami Khorasani, Franssen, Gernay, Lakhani, Naser, Roosefid, Rutur Thorsteinsson, Van Coile</td>
<td><a href="https://doi.org/10.35789/fib.BULL.0108.Ch05">https://doi.org/10.35789/fib.BULL.0108.Ch05</a></td>
</tr>
<tr>
<td>Appendix</td>
<td>Elhami Khorasani, Franssen, Gernay, Lakhani, Naser, Van Coile</td>
<td><a href="https://doi.org/10.35789/fib.BULL.0108.Ch06">https://doi.org/10.35789/fib.BULL.0108.Ch06</a></td>
</tr>
</tbody>
</table>